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FEATURES & BENEFITS

•  Dual head and tailstocks - up to 2,000 kg per side

•  Rigid steel structure with fork slots for easy machine placement

•  Allen Bradley PLC provides maintenance-friendly cell control

•  Rugged push button operator stations

•  Robot and torch alignment jig assures weld path accuracy

•  Flexible machine configuration allows separate part flow to 
 station 1 and station 2 

OPTIONS

• Tooling packages include high quality weld fixtures and weld process   
 development

• Automatic torch cleaning with anti-spatter spray

• Water-cooled torch package with chiller and flow switch

• Smart System package includes upgraded PLC, touch screen HMI

 & fieldbus communications with robot and tooling

• Smoke hood with crane access, fume extraction and interior task   
 lighting 

• Automatic load-zone arc flash curtains

• Touch-Sensing & Seam-Tracking  
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(PROSYSTEM 2102 dual robot system shown)

Robotic welding systems 
from Progressive Systems 
are the ideal solution for 
improving productivity in 
today's manufacturing 
plants. 

The PROSYSTEM® 2000
(single robot) or  
PROSYSTEM 2002 (dual 
robot) Series is typically 
used in the following types 
of applications: 
•  Medium to very large-   
 sized parts

•  Long weld cycles 

•  Process flexibility allows   
 for different parts on 1st  
 and 2nd station
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SPECIFICATIONS

701 Mayde Road ·  Berea, KY 40403 ·  859.985.1776 ·  www.prorobots.com
•  Progressive Systems Inc. 2006.  Specifications are for reference only and are subject to change without notice.

PS 2000 10/06

Turn Diameter  m (inch)  1.2 (47.2)  1.6 (63.0)  1.6 (63.0) 

Rated Load (per side)  kg (lb)  500 (1,100)  1,000 (2,200)  2,000 (4,400) 

Positioner Span    m (inch)  3.0 (118.1)  3.0 (118.1)  3.0 (118.1) 

Footprint Length         m (inch)  5.6 (220.5)  5.5  (216.5)  5.5 (216.5)

Footprint Width             m (inch)  3.9 (153.5)  4.8 (188.9)  4.8 (188.9)

2000 & 2002  2100 & 2102  2200 & 2202

(Optional automatic load zone flash curtain shown)


